

















BMP Sizing Spreadsheet V1.04

Project Name: Otay 250 Hydrologic Unit: 911 Tijuana Watershed
Project Applicant:  tevens Cresto EngineerirlRain Gauge: Lindbergh
Jurisdiction: County of San Diego |Total Project Area: 253 AC
Parcel (APN): Low Flow Threshold: 0.5Q2
BMP Name BF 4 BMP Type: Bioretention
DMA Rain Gauge Existing Condition Q2 Sizing Factor DMA Area (ac) | Orifice Flow - %Q, Orifice Area (in2)
Name Soil Type Cover Slope (cfs/ac) (cfs)
PER TO IMP Lindbergh D . Scrub Flat 0.05 5.275 0.132 3.22
PER TO PER Lindbergh D | Scrub Flat 0.05 24.244 0.606 14.80
BF 4 Lindbergh D Scrub Flat 0.05 0.482 0.012 0.29
0.750 18.31 4.83
Tot. Allowable Tot. Allowable Max Orifice
Orifice Flow Orifice Area Diameter
(cfs) (in2) (in)
0.726 17.72 4.75
Selected

Actual Orifice Flow

(cfs)

Actual Orifice Area

(in2)

Orifice Diameter

(in)

Drawdown (Hrs)

10.0




